
2.1.3Kabel-Trommelwinde, 500 daN Zugkraft
Cable Drum Winch, 500 daN pulling force

Jakob Thaler GmbH
Kabelverlege- und Spulmaschinenfabrik
Hunenkamp 6-12
D-24576 Bad Bramstedt

T +49 (0) 4192  81 601-0
F +49 (0) 4192  81 601-60
www.jakobthaler.com
info@jakobthaler.com

KE-500

Standard Version
Standard version 

KE-500 mit Benzinmotor 
KE-500 with petrol engine

KE-500 mit Elektromotor
KE-500 with electric engine

Zugkraft - Pulling force 500 daN 500 daN

Seillänge - Rope length 250 m (max. 400 m) 250 m (max. 400 m)

Seildurchmesser - Rope diameter 5 mm 5 mm

Antrieb - Drive Mechanisch - Mechanic Mechanisch - Mechanic

Antriebsmotor - Drive motor Benzin, 1-Zylinder - Petrol, 1-cylinder 230/400 V, 50Hz / 3-Phasen Drehstrom - 3-phase AC

Motorkühlung - Motor cooling system Luft - Air -

Abmessungen L x B x H - Dimensions L x W x H 950 x 450 x 720 mm 950 x 450 x 600 mm

Gewicht - Weight 170 kg 150 kg

Bestell-Nr. / Purchase No. 1005KE257 1005KE258

Standardausrüstung
• Mechanischer Antrieb
• Geringe Abmessungen
• Seiltrommel mit 250 m Stahlseil, ø 5 mm
• Seiltrommel freischaltbar zum Seilausziehen
• Manuelle Schichtung des Seiles durch Handhebel
• Zugkraftbegrenzung durch einstellbaren Grenzwertschalter mittels Skala
• Benzin- oder Elektromotor
• Lackierung: RAL 5015 (blau)

Optionale Ausrüstungen
• 1-Phasen-Wechselstrommotor 1,5 kW 230 V, 50 Hz
• Größere Seillänge bis max. 400 m
• Elektro-Bremsmotor zum Halten der Last

Standard equipment
• Mechanical drive
• Small dimensions
• Rope drum with 250 m steel wire rope, ø 5 mm
• Rope drum disengageable for pulling-out the rope
• Manual rope layering by hand lever
• Pulling force limitation by adjustable limit switch by means of scale
• Petrol or electric engine
• Painting: RAL 5015 (blue)

Optional equipment
• Single phase AC engine 1,5 kW 230 V, 50 Hz
• Bigger rope lengths up to max. 400 m
• Electric brake motor for holding the load

Technische Daten
Technical Data

Abbildung zeigt Winde mit Benzinmotor

Photo shows winch with petrol engine
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